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HEIGHT MAX. 1554 WIDTH 800 | 1000 | 1200 LENGTH 800 | 1000 | 1200 CORD LENGTH MAX. 1500

Round

FIXTURE Black ceiling cap

Efficacy (lm/W)		  163
Dimming		  Yes
CRI			   ≥80
Voltage			  220-240 V

Output			   Direct
Wattage		  17.5W
CCT			   2700-6500K 
Luminous flux		  2850 lm

All dimensions are in mm

LIGHT SOURCE

MATERIAL PET Felt

S. M. L.
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2.

3.

4.

5.

No engraving, simple, clean form.

Simple concentrical circles.

Circles expanding outward, like waves.

A convergence of circles and ripples for a 
seamless integration of objects.

Straight lines, featuring a border that 
redefines the form.

		  This  lighting family can be ordered with or 
without the light fixture, and features options for 
custom engravings or a clean, unengraved finish.

1. Plain

Offset

Clash

Hatch

Ripple
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HEIGHT MAX. 1554 WIDTH 800 | 1000 | 1200 LENGTH 800 | 1000 | 1200 CORD LENGTH MAX. 1500

FIXTURE Black ceiling cap

Efficacy (lm/W)		  152
Dimming		  Yes
CRI			   ≥80
Voltage			  220-240 V

Output			   Direct
Wattage		  17.8W
CCT			   2700-6500K 
Luminous flux		  2700 lm

Square

All dimensions are in mm

LIGHT SOURCE

MATERIAL PET Felt

S. M. L.
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2.

1.

3.

4.

5.

No engraving, simple, clean form.

Simple concentric squares expanding outward.

Diagonal lines stepping away from a central 
square frame.

Hatch + Square light

Offset

Plain

Hatch + Round light

Tunnel

A field of linear diagonals, creating a clean 
contrast with an offset circular light source.

Concentric radiused lines, blending a 
square border into a central circular form.

		  This  lighting family can be ordered with or 
without the light fixture, and features options for 
custom engravings or a clean, unengraved finish.
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HEIGHT MAX. 1041 WIDTH 533 | 800 LENGTH 1600 CORD LENGTH MAX. 1000 MATERIAL

FIXTURE Black ceiling cap

PET Felt Page 58

Rectangle
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All dimensions are in mm

LIGHT SOURCE Efficacy (lm/W)		  120
Dimming		  No
CRI			   90
Voltage			  170-265 V

Output			   Direct
Wattage		  40W
CCT			   4500K 
Luminous flux		  4800 lm
UGR			   <17
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No engraving, simple, clean form.

Concentric rectangular frames expanding 
outward to follow the contours.

Symmetric diagonal stripes expanding 
outward from the corners.

1.

2.

3.

Plain

Offset

Hatch
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Finishes

Acoustic PET felt is a sustainable material made primarily from 
recycled PET plastic, commonly sourced from used water bottles. It is 
designed to improve interior acoustics while offering a clean, modern 
aesthetic suitable for contemporary spaces.

The manufacturing process involves cleaning and processing recycled 
PET into fine polyester fibers, which are then thermally bonded into 
durable felt panels. The result is a lightweight, sound-absorbing 
material available in various colors.

PET Felt

COMPOSITION

FLAMMABILITY

THICKNESS

ACOUSTIC PROPERTIES

Zero carbon manufacturing
Low formaldehyde emission
100% recyclable

100% PET with over 50% recycled material

Absorption Diffusion

SUSTAINABILITY

Class B-s1, d0 (EN 13501-1)

12 mm

AD - 29

AD - 04

AD - 02

AD - 07

AD - 46

AD - 30AD - 47

AD - 21

AD - 51

AD - 10

AD - 31 AD - 32

AD - 16

AD - 38

AD - 23

AD - 52

AD - 53

AD - 19

AD - 44

AD - 50

AD - 39

AD - 40

AD - 17

AD - 43

AD - 24

Our PET Felt comes 
in a wide variety 
of colors, offering 
endless possibilities 
for creating unique and 
inspiring designs.
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CONE COLLECTION

CONE is defined by its 
classic conical shape and 
distinctive stitched detail. 
The vertical seam adds a 
subtle decorative element, 
giving the fixture warmth 
and character. Offered in 
four sizes with varying base 
diameters, CONE can be 
used individually or grouped 
together to create balanced 
lighting compositions.
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HEIGHT MAX. 1900 | 2000 WIDTH 300 | 500 LENGTH 500 | 500 CORD LENGTH MAX. 1500

Cone

MATERIAL

FIXTURE Black ceiling cap

Wool Felt
This lamp is made of two layers of 
WoolFelt: an interior set color 923 
and an outer customisable color.

Page 68

Efficacy (lm/W)		  144
Dimming		  No
CRI			   ≥80
Voltage			  220-240 V

Output			   Direct
Wattage		  17W
CCT			   4000K 
Luminous flux		  2452 lm

All dimensions are in mm

LIGHT SOURCE

S. M.
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HEIGHT MAX. 1900 | 1800 WIDTH 600 | 900 LENGTH 600 | 900 CORD LENGTH MAX. 1500

MATERIAL

FIXTURE Black ceiling cap

Cone

Wool Felt Page 68

Efficacy (lm/W)		  144
Dimming		  No
CRI			   ≥80
Voltage			  220-240 V

Output			   Direct
Wattage		  17W
CCT			   4000K 
Luminous flux		  2452 lm

All dimensions are in mm

LIGHT SOURCE

XL.L.

This lamp is made of two layers of 
WoolFelt: an interior set color 923 
and an outer customisable color.
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Finishes

Wool felt is a durable, natural material made from compressed wool 
fibers, valued for its acoustic properties, sustainability, and versatility. 
It is commonly used in workspaces for sound absorption and noise 
reduction.

Wool Felt

SUSTAINABILITY

COMPOSITION

FLAMMABILITY

Made from compressed wool fibers 
Renewabe natural wool
Durable and long-lasting
Can biodegrade under the right conditions

90% Wool
10% Polyester

1021.1/2006 | BS EN 1021.1/2006 (cigarette).
1021.2/2006 | BS EN 1021.2/2006 (match)

EU

ACOUSTIC PROPERTIES

Absorption Diffusion

THICKNESS
3.5 mm

Non-standard colors are 
available upon request and 
may involve longer lead 
times and additional costs.

!

953

089 512

054

919 601

971033

905077

992

952

352

973

923

319 193

034

320

105 047

NON-STANDARD

STANDARD

Our wool felt is available 
in both standard and 
non-standard colors, 
offering a wide range of 
options for any project.
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Don’t compromise your vision to fit standard molds. We 
offer true custom fabrication, meaning we build entirely 
new shapes, forms, colors, and sizes based entirely on 
your input. 

You bring the idea, and we provide the expertise to make 
it happen. Simply send us your sketch, drawing, or design 
concept, and our team will assist you in developing a 
tailored solution that meets your aesthetic and technical 
requirements.

WHAT

Bring your 
ideas to 
life with 
our custom 
services.

ANY 
SHAPE

ANY 
SIZE
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