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Disc features a clean circular form with soft edges, a central 
opening, and subtle radial detailing that adds depth and 
character. Available in two sizes, the collection offers a 
refined and versatile lighting solution for a variety of interior 
spaces.

III. The lightsource 
type (Ambient or 
Spot)

Ambient

How to order

Disc

I. Name of the 
collection.

III. The size of the 
object (usually 
between S, M).

S

IV. Code of the desired 
finish color.

AD-31

We are a partner for complex interior projects where 
precision, reliability, and attention to detail matter at every 
stage. 

From concept and technical planning to production and 
installation, we create integrated solutions designed for 
contemporary workspaces. With in-house manufacturing, 
advanced technologies, and a design-driven approach, we 
transform ideas into functional, high-quality interiors tailored 
to the needs of each project.

DISC COLLECTION
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DISC
Available in sizes:
S | M

Available with two 
different light sources
Ambient, Spot

MS MS
AMBIENTAMBIENT SPOTSPOT

OVERVIEW ALL MODELS

How to order this model arcade-trading.roSlices | S | Ambient (or Spot) | AD-21

DISC S

Dimensions

Light source

(mm)

Diameter: 600
Height: 540

Output		  Direct
Wattage		  17W
CCT		  4000K 
Luminous flux	 2100 lm
Efficacy (lm/W)	 123
Dimming		  No
CRI		  ≥80
Voltage		  220-240 V

Output		  Direct
Wattage		  25W
CCT		  4000K 
Luminous flux	 2780 lm
Efficacy (lm/W)	 80
Dimming		  No
CRI		  90
Voltage		  220-240 V

Ambient Spot

Dimensions Dimensions

Properties Properties
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Fixture

1. Ceiling cap

2. Cable

3. Wires

Material: Black Metal 
Powder coated RAL 9005

Material: Textile

Height adjustable (max. 1500)
Metal: Metal
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How to order this model arcade-trading.roSlices | M | Ambient (or Spot) | AD-21

DISC M

Dimensions

Output		  Direct
Wattage		  25W
CCT		  4000K 
Luminous flux	 2780 lm
Efficacy (lm/W)	 80
Dimming		  No
CRI		  90
Voltage		  220-240 V

Output		  Direct
Wattage		  17W
CCT		  4000K 
Luminous flux	 2452 lm
Efficacy (lm/W)	 144
Dimming		  No
CRI		  ≥80
Voltage		  220-240 V

Light source

SpotAmbient

DimensionsDimensions

PropertiesProperties

(mm)

Diameter: 800
Height: 40
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AD - 04

Acoustic PET felt is a sustainable material made primarily from recycled PET plastic, 
commonly sourced from used water bottles. It is designed to improve interior acoustics while 
offering a clean, modern aesthetic suitable for contemporary spaces.

The manufacturing process involves cleaning and processing recycled PET into fine polyester 
fibers, which are then thermally bonded into durable felt panels. The result is a lightweight, 
sound-absorbing material available in various colors.

PET Felt

COMPOSITION

FLAMMABILITY

THICKNESS

Zero carbon manufacturing
Low formaldehyde emission
100% recyclable

100% PET with over 50% recycled material

SUSTAINABILITY

12 mm
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Fixture

1. Ceiling cap

2. Cable

3. Wires

Material: Black Metal 
Powder coated RAL 9005

Material: Textile

Height adjustable (max. 1500)
Metal: Metal
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Class B-s1, d0 (EN 13501-1)
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Don’t compromise your vision to fit standard molds. We 
offer true custom fabrication, meaning we build entirely 
new shapes, forms, colors, and sizes based entirely on 
your input. 

You bring the idea, and we provide the expertise to make 
it happen. Simply send us your sketch, drawing, or design 
concept, and our team will assist you in developing a 
tailored solution that meets your aesthetic and technical 
requirements.

WHAT

Bring your 
ideas to 
life with 
our custom 
services.

ANY 
SHAPE

ANY 
SIZE
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