


Material    PET-Felt
Density    2400 g/m2
Thickness    12mm
Panel dimensions   2440x1220 mm

Suitable for indoor applications only.

B-s1, d0 

FIRE RATING

100% PET with over 50% recycled material
100% recyclable
Zero carbon manufacturing
Low formaldehyde emission

ENVIRONMENT

PROCESSING TECHNIQUES

45-degree beveled edge cutting enhances 
visual depth and allows for seamless 
integration within architectural applications 
while maintaining a clean, refined finish.

BEVEL

A series of precision cuts allows the panel 
to bend and curve, enabling flexible forms 
and smooth  transitions.

BENDING

Printing allows full custom graphics, text, and 
branding to be applied to each individual 
sheet, enabling precise, panel-by-panel visual 
customization.

PRINT
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OVERVIEW

The surface of the panel can be finely cut with 
straight or curved V-grooves. Cutting angles 
of 15, 30, and 45 degrees are available with a 
depth of 6 mm.

V-CUT

45-degree V-cuts enable precise folded 
corners and visually clean edge transitions, 
supporting seamless corner applications with 
a refined finish.

FOLDING

Double layering increases thickness up to 
24 mm, creating added depth and allowing 
dual-color combinations for flexible design.

LAYERING

Advanced cutting techniques enable custom 
patterns, shapes, and branding applications 
that enhance acoustic comfort and overall 
ambiance. Cuts can be both geometric and 
organic.

THROUGH CUT

45-degree beveled edges enhance panel 
detailing and create clean transitions while 
preserving acoustic functionality.

PLATING

Thermal molding uses controlled heat and 
custom molds to shape acoustic PET-Felt 
into virtually any form, enabling seamless 
three-dimensional geometries

THERMAL MOLDING

AD - 52AD - 39AD - 29 AD - 30

AD - 31

AD - 16AD - 02 AD - 21 AD - 19AD - 17

AD - 07 AD - 51AD - 38 AD - 44AD - 43

AD - 24 AD - 50AD 23AD - 46 AD - 10

AD - 04

AD - 47

AD - 40AD - 32 AD - 53


